3T 2ol/ls/3E
am‘m FISHTE f#

gw fasfea

A W R008/6/R6 T AR U, SifteT @ A
HeT, mmﬂmmmmﬁwﬁr
mmmmmww HT HAAR
mmﬁmmmmmm|

1.

10.

11.

12.

14.

NS/1S0-2719:2016 Determination of flash point - Pensky-Martens closed cup
method

NS/1S0-3007:1999 Petroleum products and crude petroleum — Determination of
vapour pressure - Reid method

NS/I1S0-3016:1994 Petroleum products - Determination of pour Point
NS/I1SO-3733:1999 Petroleum products and bituminous materials — Determination
of water — Distillation method

NS/I1SO-3837:1993 Liquid Petroleum products - Determination of hydrocarbon
types - Fluorescent indicator adsorption method

NS/I1S0-4264:2018 Petroleum products — Calculation of cetane index of middle-
distillate fuels by the four-variable equation

NS/ISO-5163:2014 Petroleum products — Determination of knock characteristics
of motor and aviation fuels — Motor method

NS/1S0-5164:2014 petroleum products — Determination of knock characteristics
of motor fuels — Research method

NS/ISO-5165:2017 Petroleum products — Determination of the ignition guality of
diesel fuels -Cetane engine method

NS/ISO-7536:1994 Petroleum products - Determination of Oxidation stability of
gasoline - Induction period method

NS/ISO-8754:2003 Petroleum products — Determination of sulfur content —
Energy-dispersive X-ray fluorescence spectrometry

NS/ISO-12156-1:2015 Diesel fuel — Assessment of |ubricity using the high-
frequency reciprocating rig (HFRR) — Part 1: Test method

. NS/IS0-12205:1995 Petroleum products - Determination of the Oxidation stability

of middle-distillate fuels
NS/1SO-12937:2000 Petroleum products -Determination of water -Coulometric

Karl Fischer titration method //
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15, NS/ISO-20846:2011 Petroleum Products - Determination of sulfur content of
automotive fuels- Ultraviolet fluorescence method
16. NS/I1S0-22854:2016 Liquid petroleum products — Determination of hydrocarbon

types and oxygenates in automotive motor gasoline and in ethanol (E85)
- autamotwe fue! Multldlrnensmnai gas r.hrn:urﬂra*t-::qg:re:|:||h1,.r method

preparation and referem:e materials
" 20. NS/ISO 17088 :2012 Specifications for compostable plastic
21, NS/ISO 3071:2020 Textiles — Determination of pH of aqueous extract
22. ISO 50047:2016 Energy savings — Determination of energy savings in

organizations
23, NS..Self Ballasted Led Lamps for General Lighting Services Part 1: Safety
Reqmrements

E&aﬁwﬁm@ﬁ
25. NS...General Lighting Led’s and Led Modules Terms and Definitions
26. NS/ISO 24511 Activities relating to drinking water and wastewater services —

Guidelines for the management of wastewater utilities and for the assessment of

wastewater services

27. NS}’ISD 24510 Activities relating to drinking water and wastewater services -
lmprwement of the service to the users
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